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1. Preface - THE CHANNEL FISH COUNTER 
 

Congratulations on your VAKI Channel Fish Counter. VAKI Range of counters is 

used in many aquaculture enterprises where an accurate knowledge of fish numbers is 

important. Applications include counting fish when grading, accurate stock control when 

transferring fish between tanks and delivering fish by helicopter, wellboat and truck.  

The VAKI wellboat counter is specially designed for use with big vacuum pumps on wellboats. 

The well proven technology on hatcheries all over the world, has been adapted on the 

wellboats, and it gives accurate count that can be verified with images of every fish. The size 

distribution and average weight of the smolt is also available on the sophisticated software. 

The capacity is very high, with even flow of fish through the counter it can cope with up to 

300,000 smolts per hour.  

The counters are based on a digital scanning camera and computer vision. The outlines of 

objects that pass beneath the camera are recorded and specially designed software is used 

to analyse the images and count the individual fish. The fish enter the counter and the water 

from the fish pump or spray bar then carry the fish over the curved counting channel. The 

fish pass over a light source and a mirror above reflects the images of each fish into the 

digital camera where the outlines are recorded and counted.  

The Channel Counter is ideal when counting fish from 65g. – 12kg. and has a 1400mm wide 

counting area. The capacity is very high and the counter can easily cope with 100 fish per 

second with over 98% accuracy. All the images are stored on the hard disk and can be used 

for verifying the counting. 



                                                      
 

Page3  www.vaki.is 
 

 

 

 

 

Sensor Unit 
The sensor unit uses computer vision. 

The camera scans the entire counter 

width, ensuring accurate counts and 

high capacity.  

 
The Outlet 
The outlet is reduced from 3,1 meters 

to DN 350 flange on 14 track machine 

and 2,3 meters to DN 350 in 10 track 

machine.  

 
Lighting 
LED lights in the bottom of the 

counter ensures clear precise images 

of individual fish.  

 

Counter is Integrated 
The counter is integrated into the 

outlet of grading-machine. 
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2. Warranty 
VAKI offers warranty for defects that appear within one (1) year from the date of delivery 

from VAKI Iceland, on condition that the equipment has been assembled, used and 

maintained in accordance with the instructions for assembly and use. Changes to the start 

date of this warranty, such as delayed delivery to the user, must be reported to VAKI upon 

receipt of the equipment and agreed in writing. 

VAKI undertakes to repair all defects that are due to faults in the design, materials used, or 

manufacture of the equipment. These defects will be rectified by repairing the equipment, 

or replacing components. The customer may be required to return the complete unit or 

parts thereof to the factory in Iceland for repair. 

VAKI accepts corresponding warranty for original parts fitted by VAKI as replacements, for a 

period of one (1) year from the date supplied. 

VAKI will not be liable for: 

 Incorrect assembly and use, or inadequate maintenance. 

 Defects which result from the fitting of materials, components, or devices not 
supplied by VAKI, and which are purchased and fitted by the user. 

 Defects due to changes made to the equipment by the user, without the written 
consent of VAKI. 

 Faulty or inadequate repairs carried out by the user. 

 Normal wear and tear of the equipment. 

 Faulty connection of electrical equipment. 

 Faults caused by excessive voltage. 

 Damage or stoppage due to immersion of the computer or camera in water. 

   Damage to electrical supply cables. 

   Any economic loss that may arise from production stoppage. 

 

 

If faults or defects appear in the equipment, the user must report this in writing to VAKI or 

its appointed representative as soon as possible, and without unjustifiable delay. The report 

must be sent within two (2) weeks from the expiry of the deadline, which is one (1) year 

from the date of supply by VAKI Iceland. 

If the purchaser does not inform VAKI or its representative within the time limits stated 

above, the purchaser shall forfeit the rights of the warranty. 
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3. Main Screen 

The features and options shown on the main screen are as follows. 
 
 
 
 

 

1. “Start Counting Session” starts a new counting session, once activated this button 

will change to “End counting session” See Section 3.1. 

2. “Settings” access settings menus. See Section 4. 

3. “Close” to close the software before switching of counter. 

4. “Report” to view counting reports. See section 7. 

5. “Record” to view recorded images. See section 8.  

6. “Large, Medium and Small” shows the count in each channel. Turning red when over 

capacity. 

7. “Calibrate” to automatically calibrate the counter. See section 6.2 

 1  2  3  4  8 
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 6 
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8. “Total” including all batches stored in the counting session. If tabbed twice it shows 

Sub Total. 

9. Each active channel has one window with four frames. 

- Throughput chart 

- Live Video 

- Visibility chart 

- Information pages 

 

3.1 Start Counting Session (dependent on the version) 
To start counting press “Start counting session” button on the main screen. 

The display will show: 

      

Text such as the site name, tank identification, the population / year class can be entered by 

pressing the keyboard buttons as indicated. This information will be included in the report. 

Press “Enter” on the keyboard after typing. 

 IT IS IMPORTANT THAT ONLY LETTERS AND NUMBERS ARE USED WHEN A NAME IS GIVEN. 

DO NOT USE SIGNS SUCH AS ( / , . & -  OR THE DATA FILE WILL NOT BE SAVED. 

The counter should now show 0 in all counting windows. Start pumping or netting the fish 

into the counter. 

 

3.2 End counting session 
When counting is finished press “End counting session”. The following message will appear 

to be confirmed. 
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The total count, stored numbers, recordings and information about the counting session are 

stored into the counting report.  

4. Settings 
To access the settings function press “Settings” on the main screen. 

In the screen below it is possible to name the channels, adjust the weight info, manage the 

Report Settings and choose between languages. 

 

4.1 Size Settings 

 Choose the appropriate size settings for each channel. 30g, 100g, 1kg or 3kg. 

 

4.2 Counter Setup 

Fill in the Channel name, counter serial number and license code. 

By selecting the Enable Counter box you make one or more counters inactive. 
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4.3 Settings Weight info 

Select the fish speed, estimated speed of the fish used in the size measurement. Resolution 
for the camera. 

The weight constants can also be used to fine tune the average weight calculations for each 
group.  

 

4.4 Report Settings 

Here it is possible to enter the name of the operator and the company to include in the 
Report. Also it is possible to insert an image file with the company logo. 
Folder for Report and Record file: This shows where the folder is located that stores the 
report and image files created after a counting session. The preset folder is c:\reports\. The 
file location can be changed by pressing the dotted button to activate the keyboard to type 
the folder name and location. The user must be sure that this new folder has been created 
on the computer. 
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4.5 Language Settings  

Choose between languages. 
 

 

5.  Throughput graph 
Throughput graph, the lines show the rate of fish passing through the counter and the red shows the 

maximum capacity the counter can accept. 

 

6. Video 
Live video feed from the counter camera. 
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7. Visibility and Calibration 
Each time the counter starts it carries out the following checks: 

 The scanning area of the camera. 
 The intensity of the light detected by the camera. 

 
If the visibility is not acceptable, the following message will appear “Insufficient visibility, 

check again?” To find what is wrong, push the “Visibility” button.  

 

7.1 Visibility 

Press “Visibility” button to show the visibility graph: 

The black vertical lines indicate the edges of the area scanned by the camera, which should 

correspond to the inside edges of the counting channel.  

 
 

The “Visibility” function is also used to check that the camera is correctly positioned and the 

amplification of the light is correct. It is also possible to check if dirt or residue blocks or 

disturbs the sight of the camera.  

This diagram on the left shows how the graph should look in a single channel Macro. It 

shows the position of the edges of the scanning area with two vertical black lines. It also 

shows that the light intensity detected by the camera is even. The scanning area on this 

graph is the distance between 500 and 1500 on the x-axis, and on the y-axis, the strength of 

the light is approx. 220. The x-axis is the length of the scanning area in pixels (1 pixel = 

appx.0.55 mm). The graph for Micro should indicate 900 pixels (500mm) and the Macro 

1,800 pixels (1,000mm). The y-axis is the strength of the light on scale 0 to 255. The counter 
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ignores the area outside the edges. If the strength is under 180 or over 250, the counter 

must be re-calibrated. (See Section: 7.2 Counter Calibration) 

The diagram on the right shows how the graph can look when something disturbs the light. 

In this case, the reason may be humidity or dirt on the mirror. This would prevent calibration 

of the camera. In this case, it is necessary to clean the mirror.  

The black vertical lines should be positioned where the light intensity (shown by the red 

curve) falls steeply. If not it is necessary to re calibrate (See Section 7.2 Counter Calibration).  

If no red curve appears this may be caused by, no light source (lamp) or the counting head is 
not positioned correctly on the counter body. 
 

7.2 Counter Calibration 

 

 
The Calibration function calculates a new position automatically. Press “Calibration” button 

on main screen with no water running through the counter. 

It is also important that the lamp has been on for five minutes or more and the mirror and 

camera window are clean. Wait until counting message appears on bottom left of screen. It 

is good practice to re check the “Visibility” graph. If the edges of the scanning area are still 

not acceptable then it may need to be done manually. 

Information 
Information gives you overall information on the settings and software version. 
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8. View Report 

After pressing “End counting session”, the program automatically creates a report file. To 

open and view the reports press the “Report” button on main screen. A list of all stored 

counting reports is displayed. Each report is labeled by date and tank name. With the 

Biomass function the average weight, total biomass, standard deviation, and size distribution 

chart is included in the report.  

 

A company logo can be printed on the top right of the report. The logo must be in a 

Windows Bitmap format and under the filename logo.bmp in the folder c:\Reports 
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9. View Record 
Silhouette images of each fish stored in the image file can be reviewed frame by frame 

for validation of counting accuracy. 

 

To view the images stored press “Record” on the main screen. The files are labelled by date 

and tank name, open the file to be viewed from the list. Each screen shows a recording for 

around one-second interval. 

The graph at the top of the screen indicates the rate of fish through the counter over time. 

Press the graph and a graph for the next counting channel will be shown. 

  ◄, ►   buttons are used to move to the next screen 

◄, ►   buttons locate the beginning and end of the recording.  

Start/End button, is used to select a part of the recording to be counted. 

The pointer indicates the location of the screen currently viewed and can be dragged to 

quickly locate a position in the recording. 

“Close” to exit. 
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10. Technical Specifications 
 

Fish size 

30g. – 12kg. 

Accuracy 

over 98%  

Material 

Stainless steel (AISI 316L) 

Power consumption 
110/220  

Fish species 

Sea bass, sea bream, salmon, trout, halibut, turbot, tilapia, cod. 
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11. Channel Counter Electrical Installation 
 

 

10. Standard Counters 
 

2 standard widths (special sizes on request)  

•  2.1m counter (1.9m counting width) 

•  1.5m counter (1.3m counting width)  
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