
2” internally threaded NPT 
suction/discharge ports.

ALL PUMP MODELS:
• �Single body design provides for  

quiet/durable operation
• �High-temperature thermoplastic withstands 

harsh conditions and prevents corrosion
• �Thermal protection built into  

single-phase motors
• �Easy installation and trouble-free servicing
• �Saltwater compatible, high-grade stainless 

steel motor shaft and internal fasteners

60HZ MODELS:
Available for shipment from our North 
American distribution center. 
• �3-Phase models with TEFC Pentair motors. 

IP55 rated. UL approved
• �1-Phase models with ODP motors.  

(TEFC motors coming mid-2015.) UL 
approved

50HZ MODELS: 
Available for shipment from our North 
American or European distribution centers
• �1-Phase and 3-Phase models with TEFC 

Pentair motors. IP55 rated. CE approved
• �Unions included for both 50mm and  

63mm connections

COMMERCIAL  
AQUACULTURE

PentairAES.com

Saltwater-rated stainless 
steel internal fasteners.

Oversized strainer 
basket and volute.

60HZ

SPARUS™ 160 ENERGY-EFFICIENT AQUACULTURE DUTY  
50 & 60HZ CENTRIFUGAL PUMPS
Pentair Aquatic Eco-Systems Sparus™ 160 pumps offer extremely high water flow in a quiet,  
energy-efficient package making them effective in a wide range of Aquaculture applications. 
Saltwater compatible, corrosion-resistant plastic construction, 316SS stainless steel internal 
fasteners, oversized anti-blocking strainer basket and volute, and 2-inch female NPT inlet/outlet  
ports. EPDM/316SS mechanical seal. Clear lid for easy inspection. Self-priming, also suitable  
for flooded suction applications. One-year warranty. UL778 listed. Not certified for use on  
swimming pools. 



60HZ MODELS HP VOLTAGE HZ PHASE FL AMPS MOTOR L W H
SPE-2-AQ 1/2 115/208-230 60 1 8.8/4.5-4.4 ODP 241/2” 107/8” 123/4”
SPK-2-AQ 1/2 208-230/460 60 3 3.2-3.0/1.5 TEFC 241/2” 107/8” 123/4”
SPE-3-AQ 3/4 115/208-230 60 1 11.2/6.0-5.6 ODP 241/2” 107/8” 123/4”
SPK-3-AQ 3/4 208-230/460 60 3 3.8-3.6/1.8 TEFC 241/2” 107/8” 123/4”
SPE-4-AQ 1 115/208-230 60 1 14.8/7.8-7.4 ODP 243/4” 107/8” 123/4”
SPK-4-AQ 1 208-230/460 60 3 5.0-4.6/2.3 TEFC 243/4” 107/8” 123/4”
SPE-6-AQ 11/2 208-230 60 1 9.6-8.8 ODP 251/4” 107/8” 123/4”
SPK-6-AQ 11/2 208-230/460 60 3 6.4-5.8/2.9 TEFC 251/4” 107/8” 123/4”
SPE-8-AQ 2 208-230 60 1 11.0-10.2 ODP 253/4” 107/8” 123/4”
SPK-8-AQ 2 208-230/460 60 3 7.1-6.8/3.4 TEFC 253/4” 107/8” 123/4”
SPE-12-AQ 3 208-230 60 1 15.0-13.6 ODP 253/4” 107/8” 123/4”
SPK-12-AQ 3 208-230/460 60 3 11.0-10.4/5.2 TEFC 253/4” 107/8” 123/4”
79137800-AQ Optional 3-ft Power Cord for 115V Sparus and Taurus pumps

50HZ MODELS HP VOLTAGE HZ PHASE FL AMPS MOTOR L W H
P-SPR-071-AQ 1/2 220-240V 50 1 0.55 TEFC 211/2” 117/8” 121/2”
P-SPR-073-AQ 1/2 380-420V 50 3 0.55 TEFC 211/2” 117/8” 121/2”
P-SPR-101-AQ 3/4 220-240V 50 1 0.75 TEFC 211/2” 117/8” 121/2”
P-SPR-103E2-AQ 3/4 380-420V 50 3 0.75 TEFC 211/2” 117/8” 121/2”
P-SPR-151-AQ 1 220-240V 50 1 1.10 TEFC 22” 117/8” 121/2”
P-SPR-153E2-AQ 1 380-420V 50 3 1.10 TEFC 22” 117/8” 121/2”
P-SPR-201-AQ 11/2 220-240V 50 1 1.50 TEFC 22” 117/8” 121/2”
P-SPR-203E2-AQ 11/2 380-420V 50 3 1.50 TEFC 22” 117/8” 121/2”
P-SPR-301-AQ 2 220-240V 50 1 2.20 TEFC 231/4” 117/8” 121/2”
P-SPR-303E2-AQ 2 380-420V 50 3 2.20 TEFC 231/4” 117/8” 121/2”

2395 APOPKA BLVD., APOPKA, FL 32703   407.886.3939   PentairAES.com

All Pentair trademarks and logos are owned by Pentair or one of its global affiliates. Pentair Aquatic Eco-Systems™ and SparusTM are trademarks of Pentair Aquatic Eco-System, Inc. and/or its affiliated 
companies in the United States and/ or other countries. Unless expressly noted, names and brands of third parties that may be used in this document are not used to indicate an affiliation or endorsement 
between the owners of these names and brands and Pentair Aquatic Eco-Systems, Inc. Those names and brands may be the trademarks or registered trademarks of those third parties. Because we are 
continuously improving our products and services, Pentair reserves the right to change specifications without prior notice.  Pentair is an equal opportunity employer.

©2015 Pentair Aquatic Eco-Systems, Inc. All rights reserved	 PAES100-19.A
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SPE-4-AQ / SPK-4-AQ

Best Efficiency Sizing

SPE-12-AQ / SPK-12-AQ

SPE-8-AQ / SPK-8-AQ  SPE-6-AQ / SPK-6-AQ

SPE-3-AQ / SPK-3-AQ

SPE-2-AQ / SPK-2-AQ

60HZ Performance 50HZ Performance


